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For Repair 6 locations, the Contractor shall Fieid meosure
the existing plotes ond determine the actual locations of the
existing rivets prior to ordering or fabricoting any plafes.

Aty discrepancies from the plans or existing shop plens sholf
be brought to the olfention of the Engineer prior fo fobrication.
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SCOPE OF WORK AT L6W IN SPAN 8

I Clean and prepare the existing surfoces ot the repair orea.

2. Far the Instaliotion of B #3, carefully remove the 4 existing rivets thof connect the existing vertical
member C9xI5, fo the existing outside gusset B, af the location where the F is to be ailached.

3 Use the 4 existing rivel holes as ¢ template for driliing the 9 holes in £ #3.

4. Instoll | #3 with 4 boits placed through the existing rivel holes. Install nufs and tighten fully.

5. The boit holes for B #1 & #i2 shali be drifled in the shop.

8. Clamp £ #1} & #12 In their final positiens.

7. Using the bolts holes in B #11 & #I2 as guides, drill through the existing 53" gusset £ and % £ #8,
8. Instoll oil of The remaining boifs & nuts for £ #9, Tighten the nuts fully.

9. Only ofter completing the above noted steps, sholl The Contractor proceed to the instolighion of © #]0.

IG. For the instoliation 7o B #i0, corefully remova the 4 existing rivets that connect the existing verticol
member C9x15, fo the existing oulside gussef B, af the location where the F is to be aftached.

1 Use the 4 existing rivet holes os o template Tor figld drilling the 4 holes in ' #I0.

12, Instoll £ #10 with 4 bolts ploced through the existing rivel holes. Install nuts and tghten fully.

13. Using the bolts holes in B #11 & #12 gs guides, drilf through the existing S’ gusset  ond %7 F #10.
4, Install oll of the remaining boits & nuts for B #10. Tighten the nuts fullv,

15, Only after completing the obove nofed sieps. sholl the Confractor proceed fo the Instoliation of £ #i3.

16, The baif holes for © #13 shall be drilled in the shop, except for the 4 hales whers the boits wili
replace the 4 existing rivels. i

i7. For the instoliation of £ #i3, carefully remove the 4 existing rivets that are located where
the B is to be gitoched.

18. Use the 4 existing rivet holes as o femplate for fleid drifiing the 4 hotes in B #13.

19, Install £ #13 with 4 bolts placed through the existing rivet holes. Instalf the nuts ond tighten fully.
20, Using the shop drilied boll holes in B #13 as guides, dritf through the existing %' gusset .

21 Instoll off of the remaining bolts & nuts Tor § #13. Tighten the nuts fully.

2&. Paint the repoir area.
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